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1.0 Introduction

This high performance, miniature GPS active patch antenna consists of an 18.5mm ceramic
patch, one stage LNA and mini coaxial 1.13mm cable with Ipex MHFI(U.FL) connector

Further optimization and customization can be done upon receipt of the client® device at a
local Taoglas facility.

2.0 Rated Environmental Conditions

All values are defined at 25915 1 C ,65620 % RH, power handlingl e w,
air pressure 960 8100 HPA unless otherwise noted.

2.1.1 |Operation Temperature -40°C to + 85°C
2.1.2 |Storage Temperature -40°C to + 90°C
2.1.3 |Relative Humidity 10% to 95%

3.0 Electrical Specifications

LNA
3.1.1 | Input Voltage 3.0V +/-0.5
3.1.2 | Centre Frequency 1575.42MHz +/- 1.023 MHz
3.1.3 | Gain 16dB typical @ 3V
3.1.4 | Noise Figure 1.2dB at 3V
Saw filter
40dB typ foxt50MHz

3.1.5 | Out of band attenuation )
45dB min fo+100MHz

Y fo=1575.42MHzy

3.1.6 | Output V.S.W.R. 2.0 Max

3.1.7 | Power Consumption At3.0V Typ: 13mA.




the antenna solutions provider

S11 (network analyzer input power i 40dBm)

1 Active ChfTrace 2 Response 3 Stimulus 4 Mkrfanalysis 5 Instr State

=1 1.575420000 GHz -7

40.00

-
=Ll

10.00

_____ WMMWM*W.
=10.00

-40.00

-C50.00

[1 Start 300 MHz IFEM 70 kHz Stop 8.5 GHz Rl

Measuremenkt

Absoluke \

‘| R

eturn




the antenna solutions provider

S12

1 Active Ch/Trace 2 Response 3 Stimulus 4 MkrfAnalysis S Instr State
P 512 Log Mag 10.00d4E/ Ref 0.000d4E [F2]

40.00

A e
C1a ]

10.00 Absolute

‘| R

eturn

=10.00

-40.00

[1" Star 200 MHz IFBIW 70 kHz Stop 55 GHz [[SEllY




the antenna solutions provider

S21

"1 Active ChfTrace ZResponse 3 Stimulus 4 Mkr/Analvsis 5 Instr State
P 21 Log Mag 10.004B/ Ref O.0004B [F2]

=1 ]

1.575420000 GHz 16.374 dB
40.00
L]

512

522
— |

e
0,000 T REturn

=-10.00

i
i g

-40.00

-50.00
1 Stam 300 MHz IFBW 70 kHz Stop 3.5 GHz [erd !

Meas | Stop | ExtRef | Ready | S




the antenna solutions provider

S22

1 Active ChfTrace 2 Response 3 Stimulus 4 Merfanalysis S Instr State

Log Mag 10.004E/ Ref 0.0004E [Fz2] em
=1 1.575420000 GHz -22.117 dE
>
40,00 |
[ Prink
20.00
Abort Printing

Printer Setup. ..

10.00 Invert Image

oM

Durnp
Screen Image...

-10.00

ES0914 Setup

Misc Setup

Backlight
|

Firmware
| Revision

-40.00

=50.00

Start 300 MHz IFBW 70 kHz Stop 8.5 GHz

_Meas | Stop | ExtRef

ot |!




the antenna solutions provider ta Og Ia S

Specification

Noise Figure

4.0 Patch Antenna

4.1 | Dimensions 18.5mm*18.5mm*4mm

1575.42 £ 1.023 MHz. (when covered with a

4.2 | Frequency Range
q y g custom radome and ground-plane)

4.3 | Bandwidth 10 MHz min (@ <-10dB return loss)
. 90° : 0 dBic max.
4.4 | Gain . .
10° : -3.0 dBic typical.
4.5 | Polarization RHCP
4.6 | Axial Ratio 90° : 3dB typical
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