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1.0 Introduction

This high performance, miniature GPS active patch antenna consists of an 18.5mm ceramic
patch, two stage LNA and mini coaxial 1.13mm cable with Ipex MHFI (U.FL) connector

Further optimization and customization can be done upon receipt of the client® device at a
local Taoglas facility.

2.0 Rated Environmental Conditions

All values are defined at 25915 1 C ,65620 % RH, power handlingl e w,
air pressure 960 8100 HPA unless otherwise noted.

2.1.1 |Operation Temperature -40°C to + 85°C
2.1.2 |Storage Temperature -40°C to + 90°C
2.1.3 |Relative Humidity 10% to 95%

3.0 Electrical Specifications

LNA
3.1.1 | Input Voltage 3.0V +/-0.5
3.1.2 | Centre Frequency 1575.42MHz +/- 1.023 MHz
3.1.3 | Gain 28dB typical @ 3V
3.1.4 | Noise Figure 1.3dB at 3V
Saw filter
40dB typ foxt50MHz

3.1.5 | Out of band attenuation )
45dB min fo+100MHz

Y fo=1575.42MHzy

3.1.6 | Output V.S.W.R. 2.0 Max

3.1.7 | Power Consumption At3.0V Typ: 16.5mA.
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