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Specification

1.0 Introduction

Designed for onboard integration with GPS receivers, this combines a 25*25*2mm advanced low
profile ceramic patch antenna with a one stage LNA and ultra thin cable and connector. Taoglas
active antenna modules utilise XtremeGad nE tec
industry. Optimised for asset tracking, navigation, and remote monitoring applications.

Gives performance boost for all GPS receivers in the industry, Falcom, SiRF Star Il, SiRF Star lll,

uNav, Nemerix, Fastrax, etc.

2.0 Specification

Patch Antenna

Frequency 1575.42 8 1.023MHz

Antenna Gain Typ 1.5 dBi @ Zenith

Impedance 50E

Polarization RHCP

Patch Dimension 25mm x 25mm x 2mm
LNA

Frequency 1575.42 8 1.023MHz

Gain Typ. 15dB 6 2.5dB

Noise Figure Max 1.5dB

Cable* & Connector

RF Cable Coaxial Cable ¢ 1.13 + 0.1mm, length 52 + 2.0mm
Connector Ipex MHFI (U.FL)
Dimensions
Dimensions 35*35*4.49mm
Weight 12.3g (typ)
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Total Specification

Frequency 1575.42 0 1.023MHz
Gain 17+ 4.5dBi
Output Impedance 50E
Polarization RHCP

Output VSWR Max 2.0
Operation Temperature -30°C to + 80°C
Storage Temperature -40°C to + 100°C
Relative Humidity 40% to 95%

Input Voltage Typ. 3.0V
Current Typ. 3.8mA, Max. 5mA

3.0 Technical Drawing
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UNLESS OTHER SPECIFIED TOLERANCES ON : X.X=+/-0.2, X.XX=+/-0.05 unit:mm

© All Rights Reserved

Taoglas Limited, Unit 3 Enniscorthy Technology Centre, Enniscorthy, Co. Wexford, Ireland
www.taoglas.com




the antenna solutions provider

S11: (network analyzer input power is  -40dBm)
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S12: (network analyzer input power is -40dBm)
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S21:(network analyzer input power is  -40dBm)

© All Rights Reserved

Taoglas Limited, Unit 3 Enniscorthy Technology Centre, Enniscorthy, Co. Wexford, Ireland
www.taoglas.com




